
Stocktaking Solution for Small Business 
 

 

Stocktaking, although a necessary evil, is still expensive, tedious, time consuming and 
prone to errors when done manually. Our aim is to reduce these factors to a bare minimum 
through the use of technology. 

Below are some different hardware options coupled with our CountIT stocktake 
management software. 

General use    

AiGather A9599 scanner 
 

 
Lenovo M8 Tablet 

 
+ 

 
 

 
 

CountIT stocktaking software 

 
 

$980 
Price includes  
 A9599 Scanner 
 Lenovo tablet 

 Software 
 Configuration 

1st year of database 
access ($10.5/pm) # 

 
Generalscan M100BHT scanner 

 

 
Lenovo M8 tablet 

 

 
+ 

 
 
 
 

 
 

CountIT stocktaking software 

 
 

 
$1150 
Price includes  
 M100BHT Scanner 
 Lenovo tablet 

 Software 
 Configuration 

1st year of database 
access ($10.5/pm) # 



 

 
 

C66 Barcode scanner 

 
 
 
 

+ 

 

 
 

CountIT stocktaking software 

 
 

$1355 
Price includes  
 C66 Scanner 
 Software 
 Configuration 
 1st year of database 

access ($10.5/pm) # 

    
Rugged use    

 

 
 

PM80 Barcode scanner 

 

 
 
 
 

+ 

 

 
 

CountIT stocktaking software 

 
 
 

$1805 
Price includes  
 PM80 Scanner 
 Software 
 Configuration 
 1st year of database 

access ($10.5/pm)# 

 

Our software is suitable for uploading into MYOB, Intuit as well as any software which has text file based 
import features. 

 *Software licence is perpetual 
 ^ Requires Wi-Fi and/or SIM card 

 # Charge for access to cloud based database paid annually in advance 

 

  
This screen image shows the stocktake screen of the C66V and PM80 devices. 
The person taking the stocktake simply scans the barcode and then enters the 
count of that item. It is not necessary to count all items of a single barcode 
together as the software will tally all barcodes and produce a total count during 
the report phase. 
 



 
 

The software can be used in real time mode where the scanned barcodes & 
quantities are transmitted to the server software instantly or in batch mode 
where the scanned data is stored on the device and transferred once the 
stocktake has been completed. Updates (adjustments) to the count can be made 
once the count has been completed 
 
We can customise all of the input screens of these devices to suit your 
requirements. 
 

 

 
Example of Stocktake report 

 

Prices exclude GST & Shipping 

  



 

What is the true cost to your business of a stocktake? 
You may think that the only cost to your business is the employees hourly wage however you also need to include 
such things as holidays, public holidays, workers comp, sick leave, staff training, office space, office costs, computers, 
office furniture, staff amenities all of which make up the true cost of an employee. 

Example 

Based on an employee rate of $25/hour. Taking all of the above additional expenses into account the actual cost of 
this employee is nearer to $47/hour. Stocktake of 5000 items 

Cost of manual stocktake 
 

  

Employees involved - 3   
Number of days 2 2256 
Transcription & tallying 8 376 
Update inventory in your accounting software 10 470 

Actual cost  3102 
 

Cost of scanner assisted stocktake 
 

  

Employees involved - 1   
Number of days 2 752 
Transcription & tallying 0 0 
Update inventory in your accounting software .5 24 

Actual cost  776 
 





A-9599 2D Bluetooth Image Scanner 
Technical Specification 

 

Performance Parameter  
Light Source LED White light 
Image sensor 640*480 pixels 
Resolution(maximum) 0.102mm / 4mils 
Print contrast ratio(minimum) ≥20% 
Reading Angle Pitch: 0-360°; Roll(Tilt): ±60°; Skew (Yaw): ±60° 
Decoding Capability  1D: All standard 1D codes, including GS1 DataBar™ linear code can be automatically distinguished and 

decoded. 

2D: Aztec Code; Data Matrix; MaxiCode; QRCode; HANXIN; MicroQR Code 

Stack code: GS1 DataBar Expanded Stacked; GS1 DataBar Stacked; GS1 DataBar Stacked 

Omnidirectional; GS1 DataBar Composite; MicroPDF417; PDF417. 
Reading Indicators LED light&Buzzer(adjustable tone and volume） 
Typical depth of Filed Precision Barcode  Depth of Filed 

3.34mil CODE 128  10mm—60mm 

5mil  CODE128  5mm—90mm 

3.34mil EAN-13  10mm—55mm 

5mil  EAN-13  5mm—85mm 

13.34mil EAN-13  20mm—190mm 

5mil  PDF417  5mm—75mm 

10mil  PDF417  5mm—190mm 

15mil  PDF417  10mm—200mm 

10mil  DM   5mm—100mm 

20mil  DM   5mm—210mm 

(The minimum depth of field is determined by 

the barcode length and scanning angle. It 

depends on the print resolution, contrast and 

ambient light.) 

Physical characteristics 
Color available Blue 

Dimensions（L*W*H） 71*107*158mm 

Weight 205g 

Cable 1.5m 

Electrical Parameter  
Current Working current（Standard): < 270 mA  Standby current（Standard): < 35 mA 
Input Voltage 5 VDC (+/- 10%)/500mA 

Environmental Parameter  
ESD protection(Air discharge)  8 kV 
Drop resistance Withstands repeated drops from 1.2m/4.0 ft onto a concrete surface. 
Particulate and water sealing IP52 
Temperature  Operation: 0 to 40 °C 

Storage/Transport: -40 to 70 °C 
Humidity(non-condensing) 5 - 95% 
Ambient light Indoor: 0 to 6,000 lux; Outdoor: 0 to 86,000 lux 

Cordless Parameter 

Cordless mode 2.4G & Bluetooth 

Transmission distance 2.4G: 80 meters; Bluetooth: 50m (basic on open space) 

Communication mode Wireless real-time transmission/wired transmission/storage mode 

Battery capacity 2000mAh 

Continuous working time ＞8-10H 

Charging time 4.5H 

Warranty 
 18/months 



M100BT Bluetooth Scanner 
 

 

 

 

 

 

 

GS M100BT series is a new generation of portable laser barcode scanner. It provides 

intuitive scanning of the barcodes found in real-world environments – even poor 

quality and damaged barcodes.     M100BT-Pro version extends the wireless range to 

widen scanning scope. M100BT-HP equipped with high performance laser engine 

which improves its scanning ability.  

The MB100 scanners enable real-time barcode scanning into your smartphone, iPhone, 

iPad and Android devices via Bluetooth. With a built-in high capacity rechargeable 

battery the GS M100BT can be used for a whole shift without the need to re-charge. 

The M100BT can also be configured as a handheld or hands-free device by choosing 

one of the optional accessories available. It is an ideal solution for retail, warehouse, 

asset traceability or express logistics applications. We also provide our free iCloudscan 

App for you to synchronize and share your barcode data via the Cloud. 
 

  



Specifications 

 

Dimensions:   

 Weight: 

 Input Voltage: 

 Scan Current: 

 Low Power Current: 

 Shock: 

 Sensor Type: 

 Illumination: 

 Scan Angle: 

 Optical Resolution:  

 Scan Speed: 

 Scan Angle: 

 Field of View: 

 Ambient Light: 

 Operating Temp: 

 Storage Temp: 

 Humidity: 

 Minimum Print Contrast: 

 Interface: 

 Warranty: 

 Symbologies: 

  

 

 

 

Certification: 

 Accessories: 
 

L53.0mm×W37.6mm×H13.9mm 

32g 

500mAh 

100mA 

DC5 V±0.15 V 

1500G 

Laser diode 

Laser 650 nm 

Skew±50° , Pitch±65° , Roll±35° 

4mil 

100±10 scan/second 

53° ±3° 

Horizontal: 53° ±3° , Vertical: 0.4° 

100,000Lux 

-10° to 60° C 

-40° to 70° C 

20% MRD measured at 630nm 

5% to 90% non-condensing 

USB 2.0, Bluetooth 4.0 

Scanner:1 year : Battery 6 months 

UPC-A, UPC-E, EAN-13, EAN-8, ISBN/ISSN, Code 39, Code 39 full 

ASCII, Code 32, Trioptic Code 39, Interleaved 2 of 5, Industrial 2 of 5, 

Matrix 2 of 5, Codabar (NW7), Code 128, Code 93, Code 11(USD-8), 

MSI/Plessey, UK/Plessey, UCC/EAN 128, China Post, GS1 DataBar 

(formerly RSS) variants 

CE, RoHS 

USB Cable, Handhold adpater, GS D100BT USB Bluetooth Dongle, 

strap 

 
 



C66
Mobile Computer

Chainway C66 is a highly expandable large-screen rugged handheld computer. Equipped with Qualcomm octa-core 
processor and Android 9 / 11 OS, C66 comes with a 5.5-inch HD display, barcode scanning, and NFC functions. The device 
supports quick charge and UHF sled for high extensibility. The premium Android 11 version offers optional fingerprint 
recognition, volume measurement, built-in UHF functions and with Wi-Fi 6-ready platform for higher data throughput and 
security that fully satisfy the needs in logistics, warehouse, manufacturing, retail, etc. applications.

GPSNFC Camera1D Barcode 2D BarcodeWiFi Bluetooth4GAndroid

UHF UHF Sled Reader Pistol Grip 

UHFFingerprint Volume 
Measurement



Physical Characteristics
Dimensions 160.0 x 76.0 x 15.5 / 17.0 mm / 6.3 x 2.99 x 0.61 / 0.67 in.

Weight

Android 9: 
287g / 10.12oz. (device with battery)
657g / 23.17oz. (with battery, UHF 1, UHF back clip)
798g / 28.15oz. (with battery, UHF 2, C66+R6)

Android 11: 
287g / 10.12 oz.(device with battery)  
297g / 10.47oz.(device with battery, Fingerprint / Volume Measurement / 
Built-in UHF)

Keypad 1 power key, 2 scan  keys, 2 volume keys

Battery

Removable main battery (normal version:4420 mAh ; Android 11 with 
fingerprint / built-in UHF / volume measurement version: 5200mAh )

5200 mAh optional pistol battery, support QC3.0 and RTC

Standby: up to 490 hours (only main battery ; WiFi: up to 470h; 4G: up to 
440h)  

Continuous use: over 12 hours (depending on user environment)

Charging time: 2.5 hours (charge device by standard adaptor and USB 
cable)

Speaker Support

Microphone 2 Microphones, 1 for noise reduction

Display 5.5-inch high definition full display (18:9), IPS IGZO 1440 x 720

Touch Panel Corning Gorilla Glass, multi-touch panel, gloves and wet hands supported

Sensor Accelerometer sensor, light sensor, proximity sensor, gravity sensor, 
vibration motor

Indicator LED Power, charging, status indicator

Card slot 1 slot for Nano SIM card, 1 slot for Nano SIM or TF card

Interfaces
Android 9: USB Type-C, USB 3.0, OTG, extended thimble;
Android 11: USB Type-C, USB 3.1, OTG, extended thimble;

Performance

CPU Android 9: Qualcomm Snapdragon™ 450 Octa-core, 1.8 GHz 
Android 11: Qualcomm Snapdragon™ 662 Octa-core, 2.0 GHz

RAM+ROM 3 GB + 32 GB  / 4 GB + 64 GB 

Expansion Supports up to 128 GB Micro SD card

Developing Environment

Operating System

Android 9; GMS, 90-day security updates, Android Enterprise 
Recommended, Zero-Touch, FOTA, Soti MobiControl, SafeUEM supported

Android 11; GMS, 90-day security updates, Android Enterprise 
Recommended, Zero-Touch, FOTA, Soti MobiControl, SafeUEM supported. 
Committed support for a future upgrade to Android 12, 13, and Android 14 
pending feasibility

SDK Chainway Software Development Kit

Language Java

Tool Eclipse / Android Studio

User Environment
Operating Temp. -4oF to 122oF / -20 ℃ to +50 ℃

Storage Temp. -40oF to 158oF / -40 ℃ to +70 ℃

Humidity 5% RH - 95% RH non condensing

Drop Specification

Multiple 1.8 m / 5.91 ft. drops (at least 20 times) to the concrete across the 
operating temperature range

Multiple 2.4 m / 7.87 ft. drops (at least 20 times) to the concrete after 
installed rubber bumper

Tumble 
Specification 

1000 x 0.5 m / 1.64 ft. falls at room temperature

Sealing IP65 per IEC sealing specifications

ESD ±15 KV air discharge,  ±8 KV conductive discharge

Communication
Vo-LTE Support Vo-LTE HD video voice call

Bluetooth
Android 9: Bluetooth 4.2/4.1+HS/4.0/3.0+HS/2.1+EDR
Android 11: Bluetooth 5.1

GNSS GPS/AGPS, GLONASS, BeiDou, Galileo, internal antenna

WLAN

Support 802.11 a/b/g/n/ac/ax-ready/d/e/h/i/k/r/v, 2.4G/5G dual-band, IPV4, 
IPV6, 5G PA;

Fast roaming: PMKID caching, 802.11r, OKC

Operating Channels: 2.4G(channel 1~13), 
5G(channel36,40,44,48,52,56,60,64,100,104,108,112,116,120,124,128,132,
136,140,144,149,153,157,161,165), Depends on local regulations

Security and Encryption: WEP, WPA/WPA2-PSK(TKIP and AES), WAPI-
PSK—EAP-TTLS, EAP-TLS, PEAP-MSCHAPv2, PEAP-LTS,PEAP-GTC,etc.

WWAN

(Europe, Asia)

2G: 850/900/1800/1900 MHz

3G: CDMA EVDO: BC0

       WCDMA: 850/900/1900/2100MHz

       TD-SCDMA: A/F(B34/B39)

4G: B1/B3/B5/B7/B8/B20/B38/B39/B40/B41

WWAN(America)

2G: 850/900/1800/1900 MHz

3G: 850/900/1900/2100 MHz

4G: Android 9: B2/B4/B5/B7/B12/B17/B38
       Android 11: B2/B4/B5/B7/B8/B12/B13/B17/B28A/B28B/B38

Data Collection

Camera

Rear Camera Rear 13MP Autofocus with flash

NFC 

Frequency 13.56 MHz

Protocol  ISO14443A/B, ISO15693, NFC-IP1, NFC-IP2, etc.

Chips M1 card (S50, S70), CPU card, NFC tags, etc.

Range   2-4 cm

Barcode Scanning (Optional)
2D Scanner Zebra: SE4710/SE2100; Honeywell: N6603; E3200; IA166S

1D Symbologies UPC/EAN, Code128, Code39, Code93, Code11, Interleaved 2 of 5, Discrete 
2 of 5, Chinese 2 of 5, Codabar, MSI, RSS, etc.

2D Symbologies
PDF417, MicroPDF417, Composite, RSS, TLC-39, Datamatrix, QR code, 
Micro QR code, Aztec, MaxiCode; Postal Codes: US PostNet, US Planet, 
UK Postal, Australian Postal, Japan Postal, Dutch Postal (KIX),etc.

UHF1 (Optional)

Engine
CM710-1 module based on Impinj E710                                          

CM2000-1 module based on Impinj Indy R2000  

R/W range Up to 15 m (open outdoors, Impinj MR6 tag)

*For detailed specification, please check C66 UHF part

UHF2 (Optional)

Engine
CM710-1 module based on Impinj E710                                          

CM2000-1 module based on Impinj Indy R2000                              

R/W range Up to 10 m (open outdoors, Impinj MR6 tag)

*For detailed specification, please check C66 UHF part

UHF3 (Optional, only Android 11, Built-in UHF)

Power 1 W (+19 dBm to +30 dBm adjustable)

R/W range Up to 3 m

*For detailed specification, please check C66 UHF part

Fingerprint (Optional, only Android 11)                                                

Sensor Capacitive TCS1 

* For detailed specification, please check C66 Fingerprint part

Volume Measurement (Optional, only Android 11)                                                

Measured distance 40m-4m

* For detailed specification, please check C66 Volume Measurement part

Optional accessories(See details in Accessory Guide)
Separate handle with one button；Handle + battery (handle battery 5200 mAh, one button) ;

UHF back clip + handle (5200 mAh, one button) ; Wrist Strap; Rubber Bumper; Charging Cradle

Specification

Notice: Product specifications are subject to change without prior notice. / Model: C66 / Update Date: 2022-03-17

Shenzhen Chainway Information Technology Co., Ltd
Address: 9F, Building2, Phase 2, Gaoxinqi Industrial Park, Liuxian 1st Rd., Bao'an District, Shenzhen, Guangdong 518102, China
Tel: 0086-755-23223316            Fax: 0086-755-23223310           Email: sales@chainway.cn          Web: http://www.chainway.net



PM80 Series

PM80 DATA SHEET

Powerful Wireless; 4G LTE & IEEE 802.11 a/b/g/n and versatile data-input funtions; 1D/2D, NFC & MSR
As of Enteprise mobility purposes, PM80 is completely tuned for Enterprise work-forces; smooth hand-over between WWAN and WLAN each other, 

seamless roaming among many routers & access points in the harsh working environment, because Enterprise users prior seamless connectivity to 

speed. Also, to provide various data input functions up on various customers' need, PM80 is built-in with latest 1D/2D imaging barcode scanner, NFC 

HF RFID 13.56Mhz & encrypted 3-track Magnetic Stripe Reader. Especially, MSR is an optional feature and it is free from any possible counterfeit 

and unauthorized data access thanks to PM80’s data encryption technology. PM80 is truly hybrid because shape & design is following commercial 

smartphones but features are truly towards Enterprise users.

SMART BEYOND RUGGED ENTERPRISE MOBILITY

Powerful Qualcomm Snapdragon will free your work
Qualcomm's Snapdragon MSM8916 processor is a market-proven AP(Ap-
plication Processor) which has Quad-Core with up to 1.4Ghz clock speed. It 
is truly SoC(System on a Chip) having 4G LTE, Wireless LAN, Bluetooth, 
S-GPS and Camera bus interface.

Latest Google Android Lollipop is the heart of the system
PM80 runs on Google's latest Android 5.x Lollipop Operating System and it 
is certified by Google CTS to support all Google official API including Google 
Play. Any applications based on Google API can be maximized in terms of 
performance including any 3rd party MDM(Mobie Device Management) 
solutiuon like SOTI & Wavelink Avalnche.

Wider & Brighter IPS display provides better visibility 
PM80 adopts 5.0" IPS panel TFT-LCD with capacitive touch screen and it 
supports wide-viewing angle and dayllight redability in order to maximize the 
best performance in the out-field. To support harsh environment, top of 
screen is protected Asahi Dragontrail™ glass for maximum durability.

Frequently using 4 "HARD" keys towards field-work-forces
Most of Enterprise EDA in the market adopts capacitive-based touch button 
even for the most frequently used Home, Menu, Back button. Not every user 
prefer to use Stylus pen in the field, PM80 features with 4 hard keys : Home, 
Menu, Back button and plus user-programmable / assignable key, which is 
very essential forious field applications.

1.5M(5ft)

2GB / 16GB

X
ASAHI

TEMPER GLASS



Technical Specifications

Physical characteristics 
Dimensions: 155 x 83 x 24mm (6.1x3.3x0.9 in)
Weight: 292g (10.3oz) with Standard battery

Environmental 
Operating: -20°C to 60°C (-4°F to 140°F)
Storage: -40°C to 70°C (-40°F to 158°F)
Relative Humidity: Non-condensing, 95%
Rain & Dust Proof: IP67
Drop: 1.5m (5 ft) per MIL-STD 810G
at all operating temperature
Tumble: 250cycle (500hit) @ 1m (3.3ft)
ESD: 15 kV air, 8 kV contact

Power
Standard Battery: 3,000mAh Li-ion rechargeable
Extended Battery: 4,000mAh Li-ion rechargeable

Operating System
Google Android 5.x Lollipop
(CTS & GMS is certified)
Windows 10 mobile (Q1 2016)

Micro-Processor 
Qualcomm MSM8916 @ up to1.4Ghz Quad-core

Memory and Storage
Memory: 1GB / 2GB (Optional) RAM
ROM: 8GB / 16GB (Optional) NAND Flash
User-accessible micro-SD cards up to 32GB SDHC

Display
5.0 in, IPS panel, 720 x 1280 pixel (WVGA)
Asahi Dragontrail™ Glass, Daylight readable, Wide
viewing angle, Capacitive touch, Anti-raindrop

Standard Communications
Full speed USB 2.0 from either cradle or 
USB direct sync cable

Camera
8.0MP(Rear) with LED flash and 2.0MP(Front) 

Keypad Options
4 hard keys (Home, Menu, Back & Programmable)

Sensors
Accelerometer, Ambient Light Sensor,
Proximity Sensor.

Wireless WAN
EDGE/GPRS/GSM:850/900/1800/1900
WCDMA: 850/900/1900/1700/2100 MHz
LTE: FDD2, FDD3, FDD4, FDD5, FDD13, FDD17

Wireless LAN
IEEE 802.11 a/b/g/n Data rates: up to 150 Mbps
Operating channels: 1 to 13 (2.4Ghz & 5Ghz)
Regulatory compliance: As per IEEE 802.11n
Security: WEP / WPA / WPA2 and more
Authentication: PEAP/MS-CHAPv2, EAP-TLS

Wireless PAN
Integrated Bluetooth Class II, Ver.4.0
Operating channels: 0 to 78 (2402-2480 Mhz)
Data Rates: 1, 2, 3 Mbps

Global Positioning System
12 channel integrated GPS: assisted via WAN carrier:
accuracy within 3m, Stand-alone GPS available
support GLONASS

NFC (Near Field Communcation)
P2P NFC with 1 SAM slot (13.56Mhz HF RFID)
Supported Tag-Ics : MIFARE® 1k/4k/Plus,
MIFARE UltraLight, MIFARE UltraLight C,
MIFARE DESFire, MIFARE DESFire EV1,
ISO 14443 A & B

Magnetic Stripe Reader (Optional)
3 track MSR with water proof sealed.
ANSI / ISO7813 standard, Encrypted.

Integrated Barcode Reader
1D/2D Imager : supporting all 1D/2D standard
Symbology including GS1 Databar

LED Indicator and Scan Alert
Indicator: 2 x dual color LEDs on front:
1) Power, 2)Warning, 3)Scan reading
Scan Alert: Vibration

Audio Support
Supports VoIP, Built-in two microphone (Noise-
cancelling), speaker, receiver and headset jack
(3.5mm), Wireless Bluetooth headset support

Accessories
Standard accessories: AC/DC power adaptor &
country plug, Capacitive Stylus pen & tether, 
Hand strap, Battery, LCD protection film
Optional accessories: Single-slot cradle, 
4-slot Cradle, Extended battery, 4-slot Battery Charger,
USB sync cable, Vehicle mount

Regulatory Approvals and Compliance
Certificated CE & GCF, ,FCC & PTCRB,IC,
CCC & SRRC & NAL ,KC, TELEC & JATE, CB,RCM
Environmental: RoHS II & WEEE compliant

Standard accessories

Optional accessories

Standard 
Battery

Stylus Pen 
And Tether

Wrist Strap

USB
Sync cable

LCD
Protection Film

AC/DC
Power Adaptor

Single-slot 
Cradle

4-slot Battery 
Charger

4-slot Cradle

Vehicle mount

PM80 DATA SHEET

ptor
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